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KAPPA-SILK has been developed to combine uniform thickness and maximum strength. 
Constructed with exceptional quality, KAPPA-SILK is 100% natural silk, mesh. It is pro-
duced and sold in its natural woven state from silk yarn with no further treatment. It is 
selected for industrial polishing such as on metallurgical samples and softer materials. It 
is recommended for use on clamp lapping wheels (without adhesive) to which polishing 
compounds are applied.

APPLICATION & BENEFITS

PHYSICAL CHARACTERISTICS

Information included herein was obtained from sources which UNIVERSAL PHOTONICS, INC. believes are reliable and accurate as of the date hereof. However, no representations 
or warranties, either expressed or implied, of merchantability, fitness for a particular purpose or of any other nature are made herein as to the information provided or the product 
to which the information refers. The health and safety precautions contained herein may not be adequate for all individuals and/or situations. It is the user's obligation to evaluate 
and use this product safely and to comply with all applicable laws and regulations. Given the variety of factors that can affect the use and application of a product, some of which 
are uniquely within the user's knowledge and control, it is essential that the user evaluate the product to determine whether it is fit for a particular purpose and suitable for user's 
method of use or application. UNIVERSAL PHOTONICS, INC. assumes no legal liability for any injury, accident, loss, or damage through the use of this product. KSseries/519/TD
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Physical ProPerties & availability

Material 100% Natural silk, Mesh color White

                 Size
Approx. 

Thickness
Thickness w/ 

PSA

Pads/Discs 6” - 36”

.005” N/A
Sheets N/A

Yardage 54” Width

               Pressure Sensitive Adhesive
KAPPA-SILK is not offered with a PSA (pres-

sure-sensitive adhesive).

• KAPPA-SILK has residual shrinkage allowing it to tighten to the lap (wheel) when in 
use, transferring flatness to the polishing surface and protecting from wear.  
• Imported in large volumes to make it available to the polishing industry in smaller roll 
quantities and in cut disc at reasonable prices from stock.  
• KAPPA-SILK and other polishing materials are sold to leading polishing machine and 
abrasive manufacturers and to distributors and importers servicing the polishing trade 
as well as to industrial users.


